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Getting Started

AcornPipe starts with a splash screen that shows the key number as shown below. If
the key is not found, refer to Installing AcornPipe which can be found under
http://www.acornpipe.com/pdfs.php.

Key 99 found at RNBO_SPN_LOCAL

AcornPipe

Version 8 - 740 14 May 2018

For support call

Acorn Pipe Systems Inc.
Tel. (300) 383-5777

Tel. (780) 953-3303
Www . acompipe.com
support@acormpipe.com

Usze of thiz software iz subject to the termz of the aszociated license agreement.

Dismiss the splash screen by clicking on it. The Start screen appears:
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"Drawn by" initials defaults to DEF.

Before you do anything else, change this
to your own initials, then exit and relaunch
AcornPipe.

This will avoid having your drawings
labelled as "Drawn by DEF".

In the Drawn By field, enter your initials, then exit and relaunch AcornPipe for the
change to take effect.
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When first installed, the AcornClients folder will contain just one client, C-001, and one
job, J-001. Its directory structure is shown below. Versions from earlier than 2018-06 will
show different client and job names.

Client folder C-001, this one has only one job.
Job folder J-001

Drawings are saved in the
— . Fabrication folder and/or the
Installation folder.

, Estimate
. Fabrication
., Installation

., Data
., Layouts he Data folder contains the Master Files,

) Master Layouts etc. Generally leave this alone.

., System

Create Your Own Client and Job

Each drawing you pay for is identified based on the client folder name, the job folder
name, and the control number. If you create several drawings and then change the
client or job folder names, any subsequent change to the drawing will consume one
drawing count in the process of switching that drawing to the new folder names. So pick
the client folder and job folder names carefully to start with and do not change them.

To create a new client, select File, New Client.

-

® AcornPipe 15565 drawings remaip

New Client
New Job

Set Clients Folder
Key Location >

Exit
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= |3 e
The New Client Folder name should

have 9 characters or less, no spaces.

‘older

The New Client Name can be longer
and can include spaces. But remember
that it needs to fit on the drawing.

ew Client Folder
SMITH|

Apply

When ready, hit Apply.

To create a job under this client, select File, New Job.

New Client
New Job

Set Clients Folder
Key Location »

Exit

(=[O e
Enter the New Job Name and New Job CientFolder [GuiT
Folder name.

Job Folder

2r name should have no
1aracters or less.

jobs with the same folder
are for different clients.

New Job Folder
HC-457

When ready, hit Apply.

Apply

At this point the new job is listed but its subfolders do not exist yet.
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Select Edit, Job/Spec Setup.
This creates the job’s
directory structure as shown
and brings up the Job Setup
window.

Select a Layout and Set Job Options

Before you can draw, you need at least
one layout and one spec. Start by
selecting a layout for fabrication drawings.

Select a layout from those listed under AcornClients\Data\Layouts. You can change to a
different layout later if
needed.

The Job Options window appears:

Select the desired job options
and click OK.
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Select a Spec

Back on the Job Setup window, you need to select a spec.

One way to establish a spec is to import one from an existing job. You can import
multiple specs in one operation.
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Another way to establish a spec is to use Create New Spec.

Enter the new spec name, then select
Existing Piping System.

If you are asked to choose a layout for installation drawings, choose 11x17Drwg:
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A generic 150# Carbon Steel spec is presented for you to edit.

Editing a spec is described in chapter 3.



